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RAVENOL Terpentin Ersatz is an aromatic-free turpentine substitute diluent for oil-based paints and coatings
such as synthetic resin, oil and paints.RAVENOL Terpentin Ersatz is an ideal cleaner for brushes and
tools.RAVENOL Terpentin Ersatz removes dirt, paint and grease stains on linoleum, parquet and other
surfaces.RAVENOL Terpentin Ersatz can be used indoors and outdoors.

Application Note
To dilute paints and varnishes RAVENOL Terpentin Ersatz is stirred to the desired consistency.To clean
brushes and tools, dip them with RAVENOL Terpentin Ersatz, brush them and, if necessary, clean them by
mechanical cleaning.Quality classification:RAVENOL Terpentin Ersatz is free of aromatics. Technical
Characteristics:RAVENOL Terpentin Ersatz offers:Easy thinning of paints and varnishesFast and easy cleaning
and degreasingRemoval of oil and varnish residues.Free of aromatics.Technical
Values:CharacteristicsUnitDataTest according toDensity at 20°Ckg/m³771,0EN ISO
12185Colour clearvisualViscosity at 20°Cmm²/s1,27DIN 51562-1Flashpoint°C42DIN ISO
2592Aromatics%0,0150UV / VISBenzenemg/kg5GCAll indicated data are approximate values and are subject
to the commercial fluctuations.
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Բնութագրերը

Անուն Իմաստը Աուդիտ

Համապատասխանում է
արտադրողի պահանջներին Frei von Aromaten

Հատուկ հզորություն 20°C-ի
դեպքում 771 գ/սմ³ EN ISO 12185

Գույն Light տեսողական
Կառուցման ջերմաստիճան 1.27 °C DIN EN ISO 2592
Հոսողություն 20°C-ով 1.77 mm²/s DIN 51562-1
Արոմատիկ բաղադրիչներ 42 % UV / VIS
Բենզոլ 0.015 mg/kg GC
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